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Gutenbergstraße 15 · D-24558 Henstedt-Ulzburg · phone: +49 41 93-99 50 · fax: +49 41 93 - 99 52 20 
email: info@dataplot.de · internet: www.dataplot.de

Matchcode: EASY Edge II
Material: adhesive banner, covered on one side
Carrier: PVC coated banner, 760 g/m²
Liner: Polyolefine film, 100 µm
Total thickness: 915 µm
Colour of adhesive: transparent
Adhesive: acrylic, permanent
Weight of adhesive: 270 g/m²
Peel adhesion on steel: min. 20 N/25 mm acc. AFERA 5001 - 24h
Appl. temperature: > +10°C
Temperature resistance: -40°C bis +100°C
Width of roll: 50 mm
Length of roll: 20 m
Storage: cool and dry, no direct sun exposure
Shelf life: 12 month in original packing

EMBLEM EASY Edge II

EMBLEM EASY Edge II is a unique selfadhesive reinforcing banner tape. Its high tear 
strength and stiffness make an excellent protection against damaging the banner near the 
grommets possible. The adhesive is based on acrylate dispersion.

Different printers, inks, resolutions and printing qualities result into numerous different printing parameters. In addition, there a numerous factors 
influencing processing and the application of our materials. For this reason, we cannot make specific statements as to drying times and maxi-
mum ink absorption. For this reason, we recommend you to perform own tests in order to verify the desired results. Our product specifications 
are not to be understood as legally binding guarantees assuring specific characteristics. Any liabilities and guarantees, as well as claims for 
compensation beyond the value of the product itself are excluded.



EMBLEM EASY Edge II

Description:
EMBLEM EASY Edge II is a unique selfadhesive reinforcing banner tape. Its high tear 
strength and stiffness make an excellent protection against damaging the banner near the 
grommets possible. The adhesive is based on acrylate dispersion. It indicates a high solvent 
resistance, humidity resistance as well as climatic stability and excellent stability against 
plasticiser.
The thick adhesive enables a high excellent adaptability to a wide varity of surfaces and a 
long flexibility. Due to the multiplicity of possible influences on the stuck together product no 
information of a minimum durability or a maximum stress can be provided.

Processing:
You can reinforce the fit of a grommet with EMBLEM EASY Edge II. It provides a good adhe-
sion to most banner surfaces. The banners to be bonded with EMBLEM EASY Edge II have 
to be free of dust and grease. The adhesive develops full adhesion after 24 hours but EASY 
Edge II already adheres immediately after the processing. To check compatibility the user is 
advised to make tests before application.
Please use a pressure roll or a felt squeegee. We advice to roll the final products with print 
side outside on a core. A core diameter of 15 cm (6”) is optimal to avoid small tunnels 
between tape and banner. Small tunnels will apear when the final product will be folded or 
rolled up with a too small diameter.


